Note:
1. Material:

*x |nsulation:

Ordering Code:

Nylon 66 UL 94V-0

Color Nature ‘ ,_ 2.00£0.05 (01 04 _P i l QO
x Contact: Brass \ \ .079+.002 @ @ S ®B G
/N /N\2. For Lead Free Wave Flow Process é} @Ser'\es No.
@ No. of Circuits:
OO O O O O = @ P= Pin header
wo 80+ 0.05 S oy .
0311 002 @Piating: 1= 2.54um(100u") Min. Tin over

(V=R =R = (R == (R =)= ( 1.27um(50u”) Nickel

Recommended P.C. Board Layout @Type'V: Straight

M— E—
® Other option: 0= Without Pin Kinked
C
L Dimension
Circuits A 5 c
B 4.60
— 2 2.00(.079) 6.0(.236) 4.90(.193)
00.50£0.02 3.54192 /N 3 4.00(.157) 8.0(.315) 6.90(.272)
-020+.001 ' 139108 4 6.00(.236) 10.0(.394) 8.90(.272)
S J 5 8.00(.315) 12.0(.472) | 10.90(.429)
oA A A B 418 A h 6 10.00(.394) | 14.0(.551) | 12.90(.508)
o|o ‘ 7 12.00(.472) 16.0(.630) 14.90(.587)
1 ﬂ ﬂ ﬂ ﬂ ﬂ ( o[ ‘ ( 8 14.00(.551) | 18.0(.709) | 16.90(.665)
| | | o g} 9 16.00(.630) | 20.0(.787) | 18.90(.744)
R S M P S o0 ‘ 10 18.00(.709) 22.0(.866) 20.90(.823)
I | ole | 11 20.00(.787) | 24.0(.945) | 22.90(.902)
i ‘ ‘ 2 | 12 22.00(.866) | 26.0(1.024) | 24.90(.980)
v U Y u u o S | qj 13 24.00(.945) | 28.0(1.102) | 26.90(1.059)
.00(1. .0(1. 28.90(1.138)
| 2.000 o N | 9e 14 | 26.00(1.024) | 30.0(1.181)
~—o79 "™ IST Circuit Position e 069 15 | 28.00(1.102) | 32.0(1.260) | 30.90(1.217)
A | /A 16 | 30.00(1.181) | 34.0(1.338) | 32.90(1.295)
Halogen—Free||| Lead Free Process ||| RoHS compliant
ﬁ Sun  [1/20-17 ECNT117146/ECRT! 17041 DATE UNT: mm / inch TMLE: 2.00MM(079") ﬂ%@j\ﬁpf{
Enya  |3/6-15 ECN13056-0/ECR13007-1 DRAWN BY: -17 TOLERANCE STRAIGHT HEADER ‘
A | By |y / Sun_| 72117 UNESS OTHERWSE SPECFED -y CVlLuX Corporatlon
@ SUN - {11/02/04 ECRO4096-0/ECN04425 /Cvitux corP N ENGINEER: Sun 7/21—17’ Croom| vt r MATERIAL:
/N | DY |8/05/04]  ECNO4300 (2017.08.04] cyecxen By Eisley | 7/28-17 [ £ 02yme | X & DRAWING NO.| CIO109SG | PART N0, | CIO1**P1V00
SSUED : e i FINISH:
S NAME | DATE REVISIONS v APPROVED BY| Eisley 7/28—17’ XXX+ 0.10/.004 | XX £ SCALE 4/ SHEET 1 OF 1



EN0313
機構部門、完整姓名、日期




